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Strong fastening force

Easy installation

Great longitudinal and transverse locking strength

No harm to the floor during installation

Minimum risk of floor noise

Easy and quick installation

Integrated lock catch and strong fastening force

Optimized lock design of 5G-i DownSystem can reduce the risk of floor damage during installation

Stone Plastic Composite, also known as RVP (rigid vinyl plank) 

in European and American countries, is made of heated and 

mixed PVC powder, stone powder, stabilizer and other 

additives, which are processed through extrusion molding by 

professional equipment under the effect of high temperature.

Good dimensional stability, easy to use and maintain;

Water proof and moisture-proof surface;

Pest and termite prevention;

High environmental protection performance, free of benzene,
o-benzene plasticizer and other harmful substances, low TVOC;

Recyclable;

With sound-absorbing bottom and excellent sound-absorbing effect;

Class B1 fire protection ensures self extinguishing in case of fire with no toxic gas;

Simple installation, fast construction, saving installation cost and time;
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Results

Product Line

Pattern

Tile Dimensions mm*mm

mm

mm

mm

Valinge

Thickness

Wear Layer Thickness

Lock type

NATURAL CREATIONS – Valemount SPC Locking System

Wood ; Stone 

Requirement Unit

Product Behaviour

5.0 (Rigid Core）

6.0 (5.0mm Rigid Core + 1.0mm IXPE)

6.5 (5.0mm Rigid Core + 1.5mm IXPE)

0.30, 0.50

2G；5Gi can also be customized

305*610 (Stone Pattern）

457*914 (Stone Pattern）

228*1220 (Wood Grain）

Customized Size


